
TERREAL NEXCLAD TRUE

TERRACOTTA FIELD TILE

CONTINUOUS METAL FLASHING

OVER WOOD BLOCKING -

FLASHING SHOULD HAVE A

DARK COLOR FINISH

(NOT BY TERREAL N.A.)

CONTINUOUS 1x3 PRESSURE

TREATED WOOD BLOCKING

TO SHIM BOTTOM OF TILE

(NOT BY TERREAL N.A.)

TERREAL DRAINAGE

PLANE MATERIAL -

OVERLAP FLASHING AT

BASE OF WALL

AIR AND MOISTURE BARRIER

(NOT BY TERREAL N.A.)

PRE-FINISHED METAL FLASHING

(NOT BY TERREAL N.A.)

GLAZING SYSTEM

(NOT BY TERREAL N.A.)

STAINLESS STEEL FASTENER

(2) PER TILE

NAILABLE EXTERIOR

GRADE WALL SHEATHING

(NOT BY TERREAL N.A.)
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(2) 1" LONG BEADS OF

ADHESIVE PER TILE

(TO PREVENT "CHATTER"

DURING HIGH WIND EVENTS)

SOLID WALL CONSTRUCTION

(NOT BY TERREAL N.A.)

METAL FURRING AND

MASONRY FASTENERS

(NOT BY TERREAL N.A.)
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Terreal North America reserves the right to modify the configuration of item(s) shown without prior written notice when deemed necessary for product development and/or enhancement.
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