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GENERAL NOTES:

A. EXTERIOR WALL FRAMING MAY BE COLD-FORMED METAL FRAMING

(AS SHOWN) OR WOOD STUD FRAMING.

B. DRAINAGE MAT INDICATED IS NOT REQUIRED FOR PROPER
PERFORMANCE OF THE TERRACOTTA CLADDING, BUT ALLOWS
MOISTURE AND AIR FLOW BEHIND THE TERRACOTTA TILES.

SYSTEM:

NexClad 16 - Direct

N&

DETAIL #:

NC16-203s

TERREAL

Description:

WINDOW HEAD SECTION

NORTH AMERICA

P.0.BOX309 New Lexington, Ohio 43764
Telephone: (888) 582-9052  Fax: (740) 342-1906

Building Construction: CFMF
Drawing Date: 12/27/11
Scale: 3" =1"-0"

www.terrealha.com

Terreal N.A. Reference #:

NexClad 16 - Direct NC16-203s Designer

The information contained on this drawing is the confidential property of Terreal North America, LLC. Any use or reproduction in whole or in part without the express written permission of
Terreal North America, LLC is strictly prohibited. Terreal North America, LLC reserves the right to modify the configuration of item(s) shown without prior written notice.

D:\Dropbox (LRTNAm)\TerrealNA\0o1 - Products\o1_Cladding\1_NeXclad\0o1_16\a_Prototypical Dtls\v2018 Terreal - NexClad 16 Direct-to-Sheathing.rvt

All Rights Reserved

© Terreal North America, LLC.



